
Specification:
• Connector 1: HDMI 1.4 Male, gold plated
• Connector 2: HDMI 1.4 Male, gold plated
• Cable Conductor: Copper Clad Steel （CCS）
• Wire Gauge: 32AWG(1-2M), 30AWG (3-5M), 28AWG(7.5-10M), 26/28AWG(15m), 24/28AWG ( 20M)
• Shielding: Aluminum foil
• Housing: Injection mold
• High-Speed HDMI with Ethernet (HEC) specification
• Data transfer up to 10.2 Gb/s
• Video resolution up to 3840 x 2160 @ 30 Hz
• Contains the new Audio Return Channel (ARC)
• Uses new advanced color space for presentation of digital pictures
• Supports Dolby® TrueHD and DTS-HD Master Audio™
• Compliant: RoHS, REACH
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High Speed With Ethernet HDMI 1.4 Cable 4K 30Hz

Description：
FARSINCE High Speed HDMI 1.4 with Ethernet cable combines fast 
data transfer as well as audio-/video and Ethernet connection in one 
cable. It is used to connect DVD or Blu-ray devices to a TV or a 
monitor to a PC or a laptop. The cable also supports 4K Ultra HD 
resolutions, provided that all connected devices are compatible.

Order Informaiton:
• FS11001-010: 1.0m, 32AWG, OD5.0mm    
• FS11001-015: 1.5m, 32AWG, OD5.0mm
• FS11001-018: 1.8m, 32AWG, OD5.0mm
• FS11001-020: 2.0m, 32AWG, OD5.0mm
• FS11001-030: 3.0m, 30AWG, OD5.5mm
• FS11001-050: 5.0m, 30AWG, OD5.5mm
• FS11001-750: 7.5m, 28+30AWG, OD6.2mm
• FS11001-100: 10.0m, 28+30AWG, OD6.2mm
• FS11001-150: 15.0m, 26+30AWG, OD7.3mm
• FS11001-200: 20.0m, 24+28AWG, OD8.5mm
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