
Specification:
• Connector 1: HDMI 2.1 Male, gold plated
• Connector 1: HDMI 2.1 Male, gold plated
• Left, Right, UP, and Down angle types are available for type A, C, and D plugs
• Cable Conductor: Tinned Copper
• Wire Gauge: 36AWG
• Cable diameter: 3.8mm
• Graphene conductive cloth shielding
• Jacket: Silicone, High and low-temperature resistance, working  temperature: -60° to +200°
• Housing: Injection mold
• Support video resolutions up to 8K@60Hz, 48Gps
• Supports HDR, HEC, ARC, 3D Video, Deep Color and x. v. Color ™
• Compliant: RoHS, REACH
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HDMI 2.1 Soft Silicone cable 8K 60Hz

Description：
FARSINCE Ultra thin flexible High Speed Silicon HDMI with Ethernet 
cable is great for home theater or desktop audio video applications 
requiring high speed HDMI features and video resolutions up to 8k. the 
ultra slim, flexible cable construction and the low profile, compact 
connector design make this cable ideal for installations in tight spaces.

Order Informaiton:
• FS11007AA-003: HDMI Type A Male to Type A Male, 0.3m, 36AWG, OD3.8±0.15mm
• FS11007AA-005: HDMI Type A Male to Type A Male, 0.5m, 36AWG, OD3.8±0.15mm
• FS11007AA-010: HDMI Type A Male to Type A Male, 1.0m, 36AWG, OD3.8±0.15mm
• FS11007AA-015: HDMI Type A Male to Type A Male, 1.5m, 36AWG, OD3.8±0.15mm
• FS11007AA-020: HDMI Type A Male to Type A Male, 2.0m, 36AWG, OD3.8±0.15mm
• FS11007AC-003: HDMI Type A Male to Type C Male, 0.3m, 36AWG, OD3.8±0.15mm
• FS11007AC-005: HDMI Type A Male to Type C Male, 0.5m, 36AWG, OD3.8±0.15mm
• FS11007AC-010: HDMI Type A Male to Type C Male, 1.0m, 36AWG, OD3.8±0.15mm
• FS11007AC-015: HDMI Type A Male to Type C Male, 1.5m, 36AWG, OD3.8±0.15mm
• FS11007AC-020: HDMI Type A Male to Type C Male, 2.0m, 36AWG, OD3.8±0.15mm
• FS11007AD-003: HDMI Type A Male to Type D Male, 0.3m, 36AWG, OD3.8±0.15mm
• FS11007AD-005: HDMI Type A Male to Type D Male, 0.5m, 36AWG, OD3.8±0.15mm
• FS11007AD-010: HDMI Type A Male to Type D Male, 1.0m, 36AWG, OD3.8±0.15mm
• FS11007AD-015: HDMI Type A Male to Type D Male, 1.5m, 36AWG, OD3.8±0.15mm
• FS11007AD-020: HDMI Type A Male to Type D Male, 2.0m, 36AWG, OD3.8±0.15mm
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