
Specification:
• Connector 1: HDMI 2.0 Male, gold plated
• Connector 2: HDMI 2.0 Male, gold plated
• Cable Conductor: High purity Oxygen Free Copper
• Wire Gauge: 32AWG(1-3M), 30AWG (5M)
• Shielding: Aluminum foil
• Jacket: PVC
• Housing: Injection mold
• Flat cable design
• Supports CEC 2.0 control commands
• Resolution up to 4096 x 2160 @ 60 Hz
• Data transfer up to 18Gbps
• Supports Dolby® TrueHD and DTS-HD Master Audio™, HDR
• Contains Audio Return Channel (ARC)
• Uses new advanced color space for presentation of digital pictures
• Compliant: RoHS, REACH
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Flat High Speed with Ethernet HDMI Cable

Description：
FARSINCE Flat High Speed HDMI Gold Cable enables interconnection 
between digital display devices such as HDTVs and projectors and 
digital source devices such as digital set-top boxes, Blu-ray players, 
and AV receivers. Supports iPad2 video mirroring when used with the 
Apple Digital AV Adapter.
Featuring a flat design, each individual inner conductor is organized 
differently to reduce crosstalk between wires, resulting in a cleaner 
signal than round HDMI cables. Ideal for use near walls, curves, and 
under carpets.

Order Informaiton:
• FS11010-010: 1.0m, 30AWG, OD3.2*11.5mm
• FS11010-015: 1.5m, 30AWG, OD3.2*11.5mm
• FS11010-020: 2.0m, 30AWG, OD3.2*11.5mm
• FS11010-030: 3.0m, 28AWG, OD3.5*14mm
• FS11010-050: 5.0m, 28AWG, OD3.5*14mm

Item no. FS11010
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