
Specification:
• Connector 1: HDMI 2.1 Male, 24K gold plated
• Connector 2: HDMI 2.1 Male, 24K gold plated
• Cable Conductor: High purity Oxygen Free Copper
• Wire Gauge: 30AWG(1-3M), 28+30AWG(5M-7.5M), 26+30AWG(10M), 24+28AWG(15M)
• Triple Shielding: Individual pair aluminum foil, Overall aluminum foil, braiding
• Jacket: Soft PVC+Cotton mesh
• Housing: Aluminum Shell
• Resolution up to: 7680 x 4320 @ 60 Hz / 5120 x 2880 @ 120 Hz / 3840 x 2160 @ 240 Hz
• Data transfer rate up to 48 Gbps
• 3D support: up to 3840 x 2160 @ 120 Hz
• Supports Display Stream Compression 1.2 (DSC), Dolby® Vision, Dynamic HDR, Game Mode VRR, eARC
• Supports CEC 2.0 control commands
• Supports Dolby® TrueHD and DTS-HD Master Audio™
• Compliant: RoHS, REACH
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8K 60Hz Braided 2.1 HDMI Cable with metal housing

Description：
FARSINCE Braided Ultra high Speed 8K HDMI 2.1 cable is great for 
High resolution such as 8K @60Hz and 4K@120Hz, Backwards 
compatible with previous HDMI versions, the bandwidth is increased to 
48Gbps and includes support for Dynamic HDR and eARC. Additional 
features include Auto Low-Latency Mode (ALLM), Variable Refresh 
Rate (VRR), Quick Frame Transport (QFT), and Quick Media 
Switching (QMS). 

Order Informaiton:
• FS11013-005: 0.5m, 30AWG, OD6.0mm
• FS11013-010: 1.0m, 30AWG, OD6.0mm
• FS11013-015: 1.5m, 30AWG, OD6.0mm
• FS11013-020: 2.0m, 30AWG, OD6.0mm
• FS11013-030: 3.0m, 30AWG, OD6.0mm
• FS11013-050: 5.0m, 28+30AWG, OD6.5mm
• FS11013-750: 7.5m, 28+30AWG, OD6.5mm
• FS11013-100: 10.0m, 26+30AWG, OD8.0mm
• FS11013-150: 15.0m, 24+28AWG, OD8.5mm
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