
Specification:
• Connector 1: HDMI 2.1 Male
• Connector 2: HDMI 2.1 Female
• Cable Conductor: High purity Oxygen Free Copper
• Wire Gauge: 28+30AWG
• Triple Shielding: Individual pair aluminum foil, Overall aluminum foil, braiding
• Jacket: PVC
• Housing: Aluminium Shell
• Data transfer rate up to 48 Gbps
• Resolution up to: 7680 x 4320 @ 60 Hz / 5120 x 2880 @ 120 Hz / 3840 x 2160 @ 240 Hz
• 3D support: up to 3840 x 2160 @ 120 Hz
• Supports Display Stream Compression 1.2 (DSC), Dolby® Vision, Dynamic HDR, Game Mode VRR, eARC
• Supports Dolby® TrueHD and DTS-HD Master Audio™
• Supports CEC 2.0 control commands
• Compliant: RoHS, REACH

DATA SHEET Ningbo Farsince Electronic Co., Ltd
777 West Zhongguan Road, Zhenhai Dist.,
Ningbo, China, 315201.

T: +86 574 87042335
E: sales@farsince.com
www.farsince.com

8K HDMI 2.1 Male to Female Extension Cable

Description：
FARSINCE High Speed HDMI 2.1 with Ethernet extension cable 
complies with the latest HDMI standard and combines fast data 
transfer as well as audio-/ video- and Ethernet connection. The cable 
extends your HDMI interface and can be used for connection of 
devices e.g. PC or o DVD / Blu-ray drive to a monitor or TV. support up 
to 8K@60Hz video resolution,  The HDMI-A interface is downwards 
compatible with its forerunners and enables you to use your existing 
devices.

Order Informaiton:
• FS11101B-0015: 0.15m, 28+30AWG, OD7.3mm
• FS11101B-005: 0.5m, 28+30AWG, OD7.3mm
• FS11101B-010: 1.0m, 28+30AWG, OD7.3mm
• FS11101B-015: 1.5m, 28+30AWG, OD7.3mm
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