
Specification:
• Connector 1: HDMI 2.0 Male Angle, gold plated
• Connector 2: HDMI 2.0 Female, gold plated
• Cable Conductor: High purity Oxygen Free Copper
• Wire Gauge: 30AWG
• Triple Shielding: Individual pair aluminum foil, Overall aluminum foil, braiding
• Jacket: PVC
• Housing: Injection mold
• Left, Right, Up, Down angle types available
• Data transfer rate up to 18 Gbps
• Supports a resolution up to 4096 x 2160 @ 60 Hz
• Up to 120 Hz refresh rate
• Supports CEC 2.0 control commands
• Supports HDR, HEC, ARC, 3D, Dolby® TrueHD and DTS-HD Master Audio™
• Compliant: RoHS, REACH
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Angle HDMI 2.0 M/F Extension Cable, 4K 60Hz

Description：
FARSINCE High Speed HDMI Ethernet Extension Cable complies with 
the HDMI 2.0 standard and combines fast data transfer with 
audio/video and Ethernet connections. This cable extends your HDMI 
port and can be used to connect devices such as PC or DVD/Blu-ray 
drive to a monitor or TV and supports HD resolutions up to 4096 x 
2160 @ 60 Hz.
90-degree and 270-degree angle designs offer possibilities for 
connection in small spaces.

Order Informaiton:
L: Left Angle, R: Right Angle, U: Up Angle, D: Down Angle
• FS11102AL-0015: 0.15m, 30AWG, OD6.0mm, Left Angle
• FS11102AL-005: 0.5m, 30AWG, OD6.0mm, Left Angle
• FS11102AL-010: 1.0m, 30AWG, OD6.0mm, Left Angle
• FS11102AL-015: 1.5m, 30AWG, OD6.0mm, Left Angle
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