
Specification:
• Connector1: HDMI A Type female Snap on, gold plated
• Connector2: HDMI E Type male Snap on, gold plated
• Cable Conductor: Bare Copper
• Wire Gauge: 30AWG
• Triple Shielding: Individual pair aluminum foil, Overall aluminum foil, braiding
• Jacket: PVC
• Housing: Injection mold
• Data transfer rate up to 10.2 Gbps
• Supports resolutions up to 3840x2160 @60Hz
• Supports Dolby® TrueHD and DTS-HD Master Audio™
• Compliant: RoHS, REACH

DATA SHEET Ningbo Farsince Electronic Co., Ltd
777 West Zhongguan Road, Zhenhai Dist.,
Ningbo, China, 315201.

T: +86 574 87042335
E: sales@farsince.com
www.farsince.com

HDMI E male to HDMI A female Snap on Cable

Description：
FARSINCE HDMI E male to HDMI A female Snap on cables are used 
to connect displays with HDMI-E car connectors to the vehicle's 
multimedia system. Transmits video and audio signals.

The HDMI-E connector has a locking mechanism and was specially 
developed to meet the requirements of the automotive field. It 
withstands temperature fluctuations and vibrations well and prevents 
the ingress of dust or moisture.

Order Informaiton:
• FS11803-005: 0.5m, 30AWG, OD5.5mm
• FS11803-010: 1.0m, 30AWG, OD5.5mm
• FS11803-015: 1.5m, 30AWG, OD5.5mm
• FS11803-020: 2.0m, 30AWG, OD5.5mm
• FS11803-030: 3.0m, 30AWG, OD5.5mm
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