
Specification:
• Connector1: HDMI Type E female, gold plated
• Connector2: HDMI Type E female, gold plated
• Cable Conductor: Bare Copper
• Wire Gauge: 30AWG
• Triple Shielding: Individual pair aluminum foil, Overall aluminum foil, braiding
• Jacket: PVC
• Housing: Injection mold
• Data transfer rate up to 10.2 Gbps
• Supports resolutions up to 3840x2160 @60Hz
• Supports Dolby® TrueHD and DTS-HD Master Audio™
• Compliant: RoHS, REACH
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HDMI Type E female to HDMI Type E female Cable

Description：
FARSINCE Automotive Grade Type E HDMI connector offers an 
enhanced experience for next generation Infotainment systems and 
HD media entertainment solutions.
The HDMI 1.4 specification answers that need with a new, robust 
automotive connection system, specifically designed to meet the 
demanding requirements of the road while delivering true HD video to 
a seatback or dashboard display.

Order Informaiton:
• FS11807-005: 0.5m, 30AWG, OD5.5mm
• FS11807-010: 1.0m, 30AWG, OD5.5mm
• FS11807-015: 1.5m, 30AWG, OD5.5mm
• FS11807-020: 2.0m, 30AWG, OD5.5mm
• FS11807-030: 3.0m, 30AWG, OD5.5mm

Item no. FS11807
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